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DESIGN SPEED = 60 M.P.H.
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DESIGN SPEED = 65 M.P.H. (SEE NOTE 5)
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DESIGN SPEED = 70 M.P.H. (SEE NOTE 5)

THE CIRCLES REPRESENT THE BARRELS. THE NUMBER INSIDE THE BARREL INDICATES THE WEIGHT
OF SAND I[N POUNDS.

2. 2'-6" MIN. CLEARANCE TYPICAL BOTH SIDES APPLICABLE TO ALL ARRAY APPLICATIONS.
3. SAND BARRELS SHALL BE LOCATED TO SHIELD THE HAZARD FROM SIDE ANGLE IMPACTS.
4, SPACING BETWEEN BARRELS SHALL BE 6" MINIMUM.
5. THE DESIGN VELOCITY SPEEDS OF 65 AND 70 MPH EXCEEDS NCHRP REPORT 350 TEST LEVEL 3
IMPACT CONDITIONS. TYPICAL IMPACTS INTO THIS ARRAY MAY NOT RESULT IN ACCEPTABLE
CRASH PERFORMANCE AS DESCRIBED IN NCHRP REPORT 350 RELATIVE TO STRUCTURAL
ADEQUACY. OCCUPANT RISK AND VEHICLE TRAJECTORY.
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